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(d) Interference caused by out of band
emissions. If any emission from a trans-
mitter operating in any of the Public
Mobile Services results in interference
to users of another radio service, the
FCC may require a greater attenuation
of that emission than specified in this
section.

[70 FR 19308, Apr. 13, 2005]

§22.365 Antenna structures; air navi-
gation safety.

Licensees that own their antenna
structures must not allow these an-
tenna structures to become a hazard to
air navigation. In general, antenna
structure owners are responsible for
registering antenna structures with
the FCC if required by part 17 of this
chapter, and for installing and main-
taining any required marking and
lighting. However, in the event of de-
fault of this responsibility by an an-
tenna structure owner, each FCC per-
mittee or licensee authorized to use an
affected antenna structure will be held
responsible by the FCC for ensuring
that the antenna structure continues
to meet the requirements of part 17 of
this chapter. See §17.6 of this chapter.

(a) Marking and lighting. Antenna
structures must be marked, lighted and
maintained in accordance with Part 17
of this chapter and all applicable rules
and requirements of the Federal Avia-
tion Administration.

(b) Maintenance contracts. Antenna
structure owners (or licensees and per-
mittees, in the event of default by an
antenna structure owner) may enter
into contracts with other entities to
monitor and carry out necessary main-
tenance of antenna structures. An-
tenna structure owners (or licensees
and permittees, in the event of default
by an antenna structure owner) that
make such contractual arrangements
continue to be responsible for the
maintenance of antenna structures in
regard to air navigation safety.

[61 FR 4365, Feb. 6, 1996]

§22.371 Disturbance of AM broadcast
station antenna patterns.

Public Mobile Service licensees that
construct or modify towers in the im-
mediate vicinity of AM broadcast sta-
tions are responsible for measures nec-
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essary to correct disturbance of the
AM station antenna pattern which
causes operation outside of the radi-
ation parameters specified by the FCC
for the AM station, if the disturbance
occurred as a result of such construc-
tion or modification.

(a) Non-directional AM stations. If
tower construction or modification is
planned within 1 kilometer (0.6 mile) of
a non-directional AM broadcast station
tower, the Public Mobile Service li-
censee must notify the licensee of the
AM broadcast station in advance of the
planned construction or modification.
Measurements must be made to deter-
mine whether the construction or
modification affected the AM station
antenna pattern. The Public Mobile
Service licensee is responsible for the
installation and continued mainte-
nance of any detuning apparatus nec-
essary to restore proper non-direc-
tional performance of the AM station
tower.

(b) Directional AM stations. If tower
construction or modification is
planned within 3 kilometers (1.9 miles)
of a directional AM broadcast station
array, the Public Mobile Service li-
censee must notify the licensee of the
AM broadcast station in advance of the
planned construction or modification.
Measurements must be made to deter-
mine whether the construction or
modification affected the AM station
antenna pattern. The Public Mobile
Service licensee is responsible for the
installation and continued mainte-
nance of any detuning apparatus nec-
essary to restore proper performance of
the AM station array.

§22.377 Certification of transmitters.

Except as provided in paragraph (b)
of this section, transmitters used in
the Public Mobile Services, including
those used with signal boosters, in-
building radiation systems and cellular
repeaters, must be certificated for use
in the radio services regulated under
this part. Transmitters must be certifi-
cated when the station is ready for
service, not necessarily at the time of
filing an application.

(a) The FCC may list as certificated
only transmitters that are capable of
meeting all technical requirements of
the rules governing the service in
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